
Graphic Face Method 

 

GRAPHIC METHOD GP-6 

 
 Display is a full color image printed on clear silver or white brushed 

aluminum composite material 

 

 Leds mount through holes in the display. 

 

 A clear front pane renders the Leds and display tamperproof. 

 

 Not recommended with switches in the display unless the clear front 

     pane is omitted. 

 

 

 

 

General 

 
All WP annunciators now include stainless steel doors, tamperproof 

screws and screwdriver as standard equipment. 

 

 

 

 

 

Options 

 
  Lamptest - WP 

 

EXTERIOR ANNUNCIATORS 

ORDERING INFORMATION  

The H. R. Kirkland Co., Inc / 4935 Allison St. #13 / Arvada, Colorado 80002 / (303) 422-6670 / (800) 247-2303 / Fax (303) 420-1856 / www.hrkirkland.com 

06301124 

Typical Part Number (Graphic)  

 

RSC-GR-GP6-WP 
    Exterior 
    Graphic Face Method 
    “Graphic” 

     Size 

 

Typical Part Number (Directory)  

 

RSA-D-16-WP 
    Exterior 

    Total Points 
    “Directory” 

     Size 

 

 
 

Typical Part Number (Backlighted)  

 

RSD-BL-48-WP 
    Exterior 

    Total Points 
    “Backlighted” 

     Size 

 

 
 


